


ARITE

|.P.S. Pipe - Schedule : 5S and 10S

ASTM A 778

Material :
stainless steel
304L, 316L.

Other alloys available
on request.

Tolerance according
to ASTM A 778.

Wall thicknesses are
nominal.

Available in 20 foot
lengths.

1.P.S. Pipe (Schedule : 5S and 10S)

Nominal pipe Outside Schedule 58 Schedule 10S
diameter diameter Nom. thicknesses| Approx. weight [Nom. thicknesses | Approx. weight
inches mm inches mm inches mm Ibs/ft kgs/m inches mm Ibs/ft kgs/m

3 76.2 | 3.50 88.9 [ 0.083 | 2.11 3.0 4.1 0.120 3.05 4.4 6.1
4 1016 | 450 | 1143 | 0.083 | 2.11 3.9 54 | 0.120 3.05 5.7 7.9

® 127.0 | 556 [ 1412 | 0.109 | 2.77 6.4 8.8 | 0.134 3.40 8.1 11.2
6 1524 | 6.62 | 168.1 | 0.109 | 2.77 7.6 10.5 | 0.134 3.40 9.4 13.0
8 2032 | 8.62 | 218.9 [ 0.109 | 2.77 10.0 13.8 | 0.148 3.76 13.5 18.6
10 254.0 110.75 | 273.0 | 0.134 | 3.40 153 | 211 0.165 4.19 18.3 25.2

12 304.8 | 12.75 | 323.8 [ 0.156 | 3.96 212 | 29.2 | 0.180 4.57 24.4 33.7
14 355.6 | 14.00 | 355.6 | 0.156 | 3.96 233 | 321 0.188 4.78 28.0 38.6
16 406.4 | 16.00 | 406.4 [ 0.165 | 4.19 282 | 389 | 0.188 4.78 32.0 44.2
18 457.2 |1 18.00 | 457.2 | 0.165 | 4.19 31.7 | 437 | 0.188 4.78 36.1 49.8
20 508.0 | 20.00 | 508.0 | 0.188 | 4.78 40.1 55.3 | 0.218 5.54 46.5 64.2
24 609.6 |24.00 | 609.6 | 0.218 | 5.54 55.9 | 771 0.250 6.35 64.0 88.3
30 762.0 ]30.00 | 762.0 | 0.250 | 6.35 80.2 | 110.7 | 0.312 7.92 99.5 | 1373
36 914.4 136.00 | 9144 | 0.250 | 6.35 | 104.7 | 1445 | 0.312 7.92 | 120.0 | 165.6

» Other diameters and thicknesses available on request.
» Refer to technical section for maximum working pressure.
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ALRITE

ASTM A 774

1.P.S. 90° Elbows

Nom. 0.D. A T Approx. weight]

pipe | . .
dia. inches| mm inches| mm wall inches| mm Ibs kgs

3” | 3500| 88.90| 4.50|114.00f 55 |0.083| 211 | 1.72| 0.78
10S [ 0120 305 | 267| 1.21
40S | 0216 | 549 | 481| 218
4” | 4500/114.30| 6.00[152.00] 55 | 0083 | 211 [ 293| 1.33
10S [ 0120 305 | 463 210
40S | 0237 | 6.02 [ 919 417
6" | 6.625|168.30] 9.00 |228.00] 55 | 0.109| 2.77 [ 893| 4.05
10S [ 0.134| 340 | 11.46| 520
40S | 0280 | 7.11 | 24.03{10.90
8” | 8.625/219.10) 12.00 | 305.00 14GA | 0.083 | 211 | 11.75] 5.33
58 0109 277 | 16.25] 7.37
10S [ 0.148 | 3.76 | 21.74| 9.86
40S | 0.322 | 8.18 | 45.90|20.82
10” [10.75 [273.00] 15.00 | 381.00{ 14GA | 0.083 | 2.1 | 16.69] 7.57
12GA | 0109 | 2.76 | 24.49| 11.11
11GA | 0125 | 3.18 | 26.10| 11.84
55 | 0134 340 [ 30.51]13.84
10S [ 0.165 | 4.19 | 36.99|16.78
40S | 0365 | 9.27 | 81.31|36.88
12" [12.75 [323.90] 18.000 457.00f 14GA | 0.083 | 2.11 | 24.49] 11.11
12GA | 0109 | 2.76 | 35.49|16.10
11GA | 0125 | 3.18 | 39.31 17.83
10GA | 0140 | 3.60 | 41.50| 18.75
58 |0.156| 396 | 51.81]23.50
10S | 0.180 | 457 | 57.32|26.00
40S | 0.375| 953 [120.00| 54.43
14” [14.00 [355.60| 21.00 | 533.00{ 12GA | 0.109 | 2.76 | 43.00| 19.47
11GA | 0.125| 3.18 | 51.00] 23.00
10GA | 0.140 | 3.60 | 57.00| 25.86
55 | 0.156| 3.96 | 65.00|23.50
10S [ 0.188 | 4.78 | 80.00{36.30
40S | 0375 | 9.53 |155.00]70.30
16” [16.00 [406.40| 24.00 | 610.00{ 12GA | 0.109 | 2.76 | 60.00| 25.52
11GA | 0125 | 3.18 | 68.00| 30.84
10GA | 0.140 | 3.60 | 75.50| 34.18
55 |0.165| 419 | 90.00]40.80
10S | 0.188 | 4.78 |104.70| 47.50
40S | 0.375] 9.53 [201.90] 91.60
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ARITE

ASTM A 774
Material :
Nom. 0.D. A T Approx, weight 304L, 316L.

pipe
dia inches| mm | inches| mm

wall inches| mm Ibs kgs

Other alloys
18” | 18.00|457.20| 27.00 | 686.00 11GA | 0.125 | 3.8 | 83.00| 37.65 available on
10GA | 0.140 | 3.60 | 93.00| 42.18 request.

55 10.165| 4.19 [114.00{ 51.80 Wall thickness
10S | 0.188 | 478 129.00| 5860 +/0rance according
40S | 0.375| 9.53 [269.00{122.00 to ASTM A 774
20” | 20.00508.00f 30.00 | 762.0q 11GA | 0.125| 3.18 |107.00| 48.53

10GA | 0.140 | 3.60 {120.00| 54.43
55 |0.188| 4.78 [158.73| 72.00
10S | 0.218 | 554 |185.19| 84.00
40S | 0.375| 9.53 [330.00{149.70
24” | 24.00609.60( 36.00 | 914.00 10GA | 0.140 | 3.60 [173.00| 78.44
3/16” | 0.188 | 4.78 |231.00{104.78
55 10218 | 554 [269.98(127.00
10S | 0.250 | 6.35 |310.25(141.00
40S | 0.375| 9.53 [465.18/211.00
30” | 30.00|762.00{ 45.00 [1143.0q 10GA | 0.140 | 3.60 |260.00{117.93
3/16” | 0.188 | 4.78 |365.00(165.56
55 10250 | 6.35 [486.00{221.00
10S | 0.312| 7.92 |597.45|271.00
40S | 0.375| 9.53 [718.70{326.00

T = schedule/wall
-
|
Nl

O.D.

_

« Refer to technical section for maximum working pressure.
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ALRITE
ASTM A 774

1.P.S. 45° Elbows

Nom. 0.D. B T Approx. weight

pipe
dia, | inches| mm | inches| mm sct:;gﬁle/ inches| mm | Ibs | kgs

3” [3.500| 88.90| 2.00 | 50.88] 5S |0.083| 2.11 | 0.88] 0.40
10S | 0.120| 3.05 | 1.32| 0.60
40S | 0.216] 5.49 | 2.40 1.09
4” 14.500114.30] 2.50 | 63.50] 5S |0.083| 2.11 | 1.46| 0.66
10S | 0.120] 3.05| 2.31] 1.05
40S | 0.237| 6.02 | 4.61 2.09
6” |6.625(168.30] 3.75 | 95.25| 5S | 0.109| 2.77 | 4.74] 2.15
10S | 0.134] 3.40 | 5.73] 2.60
40S | 0.280| 7.11 ) 11.13] 5.05
8” 18.625|219.10| 5.00 [127.00) 14GA | 0.083| 2.11 [ 5.89| 2.67
55 10.109| 2.77 | 8.11| 3.68
10S | 0.148] 3.76 | 10.95] 4.95
40S | 0.322| 8.18 | 23.19/10.52
10” 110.75]273.00[ 6.25 [158.75| 14GA | 0.083| 2.11 [ 8.36] 3.79
12GA | 0.109| 2.76 | 12.24] 5.55
11GA | 0.125| 3.17 [ 13.05] 5.92
5S [0.134| 3.40 | 15.23| 6.91
10S | 0.165] 4.19 | 19.29] 8.75
40S | 0.365| 9.27 | 40.70|18.46
12” 112.75]323.90[ 7.500 [190.50| 14GA | 0.083| 2.11 [ 12.26] 5.56
12GA | 0.109| 2.76 [ 17.75] 8.05
11GA | 0.125| 3.18 [ 19.80] 8.98
10GA | 0.140| 3.60 [ 22.50{10.30
55 ]0.156] 3.96 | 25.90{11.75
10S | 0.180| 4.57 | 28.73{13.03
40S | 0.375| 9.53 | 59.81|27.13
14” 114.00355.60| 8.75 [222.20] 12GA | 0.083| 2.76 [ 21.50] 9.74
11GA | 0.125| 3.18 [ 25.50{11.50
10GA | 0.140| 3.60 [ 28.50{12.93
55 |0.156] 3.96 | 32.50{11.70
10S | 0.188| 4.78 | 40.00{18.50
40S | 0.375| 9.53 | 77.50/35.10
16” | 16.00 |406.40[ 10.00 [254.00) 12GA | 0.083| 2.76 | 30.50{13.60
11GA | 0.125| 3.18 [ 34.00{15.42
10GA | 0.140| 3.60 [ 37.75[17.09
55 |0.165] 4.19 | 52.35[20.40
10S | 0.188| 4.78 | 52.35[23.75
40S | 0.375| 9.53 [100.95/45.80
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1.P.S. 45° Elbows

Nom.

pipe
dia.

0.D.

ASTM A 774

T

Approx. weight]

inches

mm

inches

mm

wall

inches

mm

Ibs

kgs

18”

18.00

457.20

11.25

285.70

12GA

0.083

2.76

41.50

18.82

11GA

0.125

318

46.50

21.10

10GA

0.140

3.60

58.00

26.27)

58

0.165

419

57.00

25.90

10S

0.188

4.78

64.50

29.30

408

0.375

9.53

134.50

61.00

20"

20.00

508.00

12.50

317.50

11GA

0125

318

53.50

24.26

10GA

0.140

3.60

60.00

27.21

55

0.188

4.78

79.32

36.00

10S

0.218

554

165.00

42.00

408

0.375

9.53

165.00

74.80

o4

24.00

609.60

15.00

318.00

10GA

0.140

3.60

86.50

39.24

3/16”

0.188

4.78

115.50

52.39

58

0.218

554

135.00

63.50

10S

0.250

6.35

155.42

70.50

408

0375

9.53

232.59

105.50

30"

30.00

762.00

18.75

476.20

10GA

0.140

3.60

130.00

59.00

316"

0.188

4.78

182.50

82.78

58

0.250

6.35

238.00

108.00

10S

0312

792

298.72

135.50

40S

0.375

9.53

359.35

163.00

T = schedule/wall

» Refer to technical section for maximum working pressure.

Material :

stainless steel
304L, 316L.

Other alloys
available on request.

Wall thickness
tolerance according
to ASTM A 774

ARITE
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1.P.S. Tees

Nom.

pipe
dia.

0.D.

ASTM A 774

[+

T

Approx. weight]

inches

mm

inches

mm

wall

inches

mm

Ibs

kgs

18”

18.00

457.20

13.50

343.00]

12GA

0.109

2.76

55.00

24.95

11GA

0125

318

63.00

28.57

10GA

0.140

340

68.00

30.84

55

0.165

419

72.60

32.93

10S

0.188

4.78

82.80

37.56}

20

20.00

508.00

15.00

381.00

11GA

0125

318

75.00

34.00

10GA

0.140

340

80.00

36.27|

58

0.188

478

102.00

46.27

10S

0.218

554

119.00

54.00

1/4”

0.250

6.35

150.60

68.02

o4”

24.00

609.60

17.00

432.00

11GA

0125

318

100.00

45.35

10GA

0.140

340

107.00

48.52

316"

0.188

4.78

150.00

68.00}

55

0.218

554

160.00

72.58

10S

0.250

6.35

179.40

81.38}

30"

30.00

762.00

22.00

559.00

10GA

0.140

340

172.00

78.00

316"

0.188

4.78

240.00

108.85

5GA

0.218

554

296.00

134.26

55

0.250

6.35

325.00

147.38

36

36.00

9144

26.50

673.00]

10GA

0.140

340

250.00

113.37

316"

0.188

4.78

350.00,

158.72

1/4”

0.250

6.35

470.00

213.14

T = schedule/wall

* Reducing Tees available on request.
« Other diameters and thicknesses available upon request.
* Refer to technical section for maximum working pressure.

Material:
stainless steel
304L, 316L.

Other alloys
available on
request.

Wall thickness
tolerance according
to ASTM A 774

ARITE
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ALRITE

|.P.S. Pressed Collars

ASTM A 774
‘ 0.D.

T —L.D.—/—

| |

T B

|

Material : |
stainless steel
304L, 316L.

Butt weld

Nom. pipe diameter 1.D. 0.D. T B Approx. weight
inches mm inches mm inches mm gauge inches mm Ibs kgs
3 76.2 31/4 82.5 5 127.0 11 11/16 | 17.4 0.5 0.2
4 101.6 41/4 107.9 61/2 165.1 11 11/16 | 17.4 0.8 0.4
6 152.4 63/8 161.9 81/2 215.9 11 11/16 | 17.4 1.2 0.5
T
!
[T ]
Material :
stainless steel
304L, 316L.

Nom. pipe diameter A 0.D. T B Approx. weight
inches mm inches mm inches mm gauge inches mm Ibs kgs

3 76.2 | 39/16 90.5 5 127.0 11 1116 | 17.4 0.5 0.2

4 101.6 | 49/16 115.9 61/2 165.1 11 1116 | 174 0.8 0.4

6 1524 | 611/16 | 166.7 | 81/2 215.9 11 1116 | 17.4 1.2 0.5

Wall thickness

tolerance according
to ASTM A 774.

» Refer to technical section for maximum working pressure.




ARITE

|.P.S. Rolled Angle Vanstones

ASTM A 774

‘ A
o T
‘ }

i
s [IL] Cro | |
Other alloys available
} on request.
—b—
Material :
Butt weld stainless steel
304L, 316L.
‘ Wall thickne_'ss
D:l:l l I I:ED tolerance according
to ASTM A 774.
]
Slip-on
Available on request
1.P.S. Angle Vanstones (collars)
Nom. pipe dia. D A B-C-T Approx. weight
inches | mm | inches mm | inches | mm inches mm Ibs kgs
& 76.2| 3500 889| 41/2 | 1143 3/4x3/4x1/8 190x19.0x3.2 05| 02
4 |101.6| 4500] 1143 6 | 1524 1x1x1/8 254x254x32 08| 04
5 [1270( 5560 141.2| 7 |177.8 1x1x1/8 254x254x%32 1.1 05
6 |1524( 6.625 168.3] 8 | 2032 1x1x1/8 254x254x32 15| 07
8 |[2032| 8625 219.1|101/2| 266.7 11/4x11/4x1/8 31.7x31.7x32 26 | 12
10 | 254.0(10.750| 2730 13 | 330.2 11/4x11/4x3/16 31.7x31.7x438 37| 17
12 | 304.8(12.750| 3238 15 | 381.0 11/2x11/2x3/16 38.1x38.1x48 43 19
14 | 3556 (14.000 3556 17 |431.8 11/2x11/2x1/8 38.1x38.1x32 48 | 22
16 | 406.4(16.000{ 406.4 19 | 4826 11/2x11/2x3/16 38.1x38.1x48 82| 37
18 | 457.2(18.000| 457.2| 21 | 5334 11/2x11/2x3/16 38.1x38.1x438 90 | 41
20 | 508.0(20.000{ 508.0( 23 | 584.2 11/2x11/2x3/16 38.1x38.1x438 100 | 45
24 | 609.6(24.000{ 6096 28 |711.2 2x2x1/4 50.8x50.8x6.3 210 | 95
30 | 762.0(30.000{ 762.0( 34 | 863.6 2x2x1/4 50.8 x50.8 x 6.3 255 | 116
36 | 914.4(36.000{ 9144 40 [1016.0 2x2x1/4 50.8x50.8x6.3 305 | 138

e Other diameters and thicknesses available on request.
« Refer to technical section for maximum working pressure.
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ALRITE

bolt circle

O.D.

‘ec = hole dia.

B = number of holes

1.P.S. Backing Flanges slip-on

Nom. pipe dia. 0.D. 1.D. T1 T2 T3

inches mm inches mm inches mm inches mm inches mm inches mm
8 76 71/2 191 37/8 98 5/8 15.9 3/4 19.0 3/4 19.0
4 102 9 229 47/8 124 5/8 15.9 3/4 19.0 3/4 19.0
5 127 10 254 57/8 149 5/8 15.9 3/4 19.0 3/4 19.0
6 152 1 279 67/8 175 5/8 15.9 3/4 19.0 3/4 19.0
8 203 131/2 | 343 87/8 225 5/8 15.9 3/4 19.0 7/8 22.2
10 254 16 407 1 279 3/4 19.0 1 25.4 1 254
12 305 19 483 13 330 3/4 19.0 1 25.4 11/4 31.7
14 356 21 534 14 3/4 | 375 3/4 19.0 11/8 28.6 11/4 31.7
16 406 231/2| 597 16 3/4 | 425 3/4 19.0 11/8 28.6 11/2 38.1
18 457 25 635 183/4 | 476 1 25.4 11/4 31.7 1172 38.1
20 508 271/2 | 699 207/8 530 1 25.4 11/4 31.7 15/8 41.2
24 610 32 813 247/8 | 632 1 25.4 13/8 34.9 2 51.0
30 762 39 985 31 787 1 25.4 11/2 38.1 23/8 60.3
36 914 46 1169 37 940 1 25.4 1172 38.1 27/8 73.0

Nom pipe dia. A B C T1 (weight) T2 (weight) T3 (weight)

inches mm inches mm  |# of holes| inches | mm Ibs kgs Ibs kgs Ibs kgs
3 76 6 152 4 3/4 19.0 5.9 2.7 7.1 3.2 7.1 3.2
4 102 | 7172 190 8 3/4 19.0 79 3.6 9.5 43 9.5 43
5 127 | 81/2 216 8 7/8 22.2 8.9 4.0 10.7 49 10.7 49
6 152 | 91/2 241 8 718 22.2 10.3 47 12.3 5.6 12.3 5.6
8 203 | 113/4| 298 8 7/8 22.2 14.7 6.7 17.7 8.0 [ 206 9.4
10 254 | 141/4| 362 12 1 25.4 18.9 8.6 30.2 13.7 ] 30.2 13.7
12 305 17 432 12 1 25.4 327 | 148 43.5 19.7 | 54.4 24.7
14 356 | 183/4| 476 12 11/8 | 286 36.6 | 16.6 55.0 250 | 78.6 35.7
16 406 | 211/4| 540 16 11/8 | 28.6 440 | 20.0 66.0 299 | 883 40.1
18 457 | 223/4| 578 16 11/4 | 317 48.8 | 22.1 814 | 369 | 976 44.4
20 508 25 635 20 11/4 | 317 69.0 | 31.3 86.3 39.1 | 112.0 50.9
24 610 | 291/2| 749 20 13/8 | 349 88.0 | 399 | 121.0 449 | 176.0 80.2
30 762 36 914 28 13/8 | 349 |117.0 | 53.1 | 176.0 79.8 | 279.0 | 126.7
36 914 | 423/4| 1086 32 158 | 41.3 | 158.0 | 71.7 | 237.0 | 107.5 | 454.0 | 206.5

e Material : T1, T2=mild steel. T3=A516Gr.70.

 Drilling : ASME B16.5 CL.150

36

< Note : T3 on request only.

(approximate weight)

< Finish : galvanized

e Maximum working pressure :
Refer to technical section.



1.P.S. Blind Flanges

bolt circle

O.D.

~C = hole dia.

B =lining

ARITE

Nom. pipe dia. 0.D. A B
inches mm inches mm inches mm inches mm
3 76 71/2 191 6 152 41/2 114.3
4 102 9 229 7172 190 6 152.4
5 127 10 254 81/2 215 7 177.8
6 152 1 279 91/2 241 8 203.2
8 203 13172 343 11 3/4 298 10 1/2 266.7
10 254 16 407 14 1/4 362 13 330.2
12 305 19 483 17 432 15 381.0
14 356 21 534 18 3/4 476 17 431.8
16 406 23172 597 211/4 540 19 482.6
18 457 25 635 22 3/4 578 21 533.4
20 508 271/2 699 25 635 23 584.2
24 610 32 813 29172 749 28 711.2
30 762 39 985 36 914 34 863.6
36 914 46 1169 42 3/4 1086 40 1016.0
Nom. pipe dia. T number C Approx. weight
inches mm inches mm of holes inches mm Ibs kgs
3 76 3/4 19.0 4 3/4 19.0 9.8 45
4 102 3/4 19.0 8 3/4 19.0 14.0 6.4
5 127 3/4 19.0 8 7/8 22.2 17.6 8.0
6 152 3/4 19.0 8 7/8 22.2 21.3 9.7
8 203 3/4 19.0 8 7/8 22.2 32.2 14.6
10 254 1 25.4 12 1 25.4 58.0 26.5
12 305 1 25.4 12 1 25.4 83.1 37.8
14 356 11/8 28.6 12 11/8 28.6 113.0 51.4
16 406 11/8 28.6 16 11/8 28.6 142.0 64.5
18 457 11/4 317 16 11/4 317 179.0 81.4
20 508 11/4 31.7 20 11/4 31.7 217.5 98.9
24 610 13/8 349 20 13/8 349 323.0 146.8
30 762 1172 38.1 28 13/8 34.9 530.0 240.4
36 914 1172 38.1 32 15/8 41.3 755.0 342.5
« Material : Mild steel with 316L lining.

Drilling : ASME B16,5 CL.150
Finish : galvanized

Maximum working pressure : Refer to technical section.
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